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JOLLY-R PIR 
Plafoniera LED da incasso, 2,8W 12V DC, corpo in alluminio, 
applicabile all'interno di: armadi, pensili cucina, soggiorni. 
Accensione con rilevatore di presenza (PIR) integrato. 

LED ceiling light for recess mounting, 2,8W 12V DC, body in 
aluminium, suitable for various applications: wardrobe, 
kitchen shelves, living rooms. 
With Movement reading sensor (PIR) integrated. 

JOLLY-S PIR 
Plafoniera LED da appoggio, 2,8W 12V DC, corpo in allu­
minio, applicabile all'interno di: armadi, pensili cucina, sog­
giorni. 
Accensione con rilevatore di presenza (PIR) integrato. 

LED ceiling light for surface mounting, 2,8W 12V DC, body 
in aluminium, suitable for various applications: wardrobe, 
kitchen shelves, living rooms. 
With Movement reading sensor (PIR) integrated. 
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Cod. Finish Led Type Watt No. Led Colour 

temperature 
JOLLY-R Alluminio/ 2835 SMD 2,80 6 4500 °K 

Alu 

Cod. Finish Led Type Watt No. Led Colour 
temperature 

JOLLY-S Alluminio/ 2835 SMD 2,80 6 4500 °K 
Alu 
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ACCE,VS/11,VE SH'/Tt:11 SYSTE.tl --ACCESSIIIII 111:t:ESSIIIIIES---
Accensione: rilevatore 
di presenza (PIR). 

Movement Reading 
Sensor (PIR). 

Driver constant 
voltage pag. 86 


